	Free available trading capacity for cross-border exchange of electricity 


	Period: 2005


	 


	Direction flow of electricity from SEPS system to system:

ČEPS

MAVIR

PSE

WPS UA

800 MW1)
600 / 250 MW2)
100 MW3)
450 MW4)

	 


	Direction flow of electricity to SEPS system from system:

ČEPS

MAVIR

PSE

WPS UA

800 MW 

400 / 200 MW

450 MW 

450 MW 


	 


	Notes:


	· Values are considered for basic networks status and typical operational status to take in an account of criterion N-1 

· Criterion N-1 is not fulfilled on the profile SEPS-WPS UA. 

· Other trading capacity on individual profiles are specified in the other periods of preparation of operation ES SR (month, week, day). 

· 1) The value is coordinated with ČEPS, a.s. Capacity is allocated through common auction process organized by auction office of ČEPS, a.s. www.ceps.cz and SEPS, a.s. 

· 2) The value and the way of allocation were coordinated and agreed with MAVIR ZRt. Each party (SEPS, MAVIR) will allocate one half of the published capacity.
For direction from SEPS to MAVIR: 

· free tradable capacity of the profile: 600 MW - after accounting of the bilaterally appreciated AAC (by MAVIR and SEPS) 250 MW 

· free capacity allocated by SEPS: 250 MW - after accounting of the 50 MW AAC appreciated by SEPS 

For direction from MAVIR to SEPS: 

· free tradable capacity of the profile: 400 MW 

· free capacity allocated by SEPS: 200 MW 

· 3) The value is coordinated with PSE-O. Capacity is allocated by unilateral auctions on side PSE-O and SEPS. 

· 4) The value is determined by SEPS, a.s. Capacity is allocated by unilateral auction on SEPS side. 


	 


	Reservation of the capacity on the profiles


	 

SEPS - MAVIR

250 / 50 MW2)
SEPS - PSE

300 MW


	 


	Bottlenecks


	In case of particular operation conditions (mainly during the controlled line disconnection between ČEPS - APG) some bottlenecks on SEPS - MAVIR profile can occur. 



	


